
Distribution Cabinets

KRONE 19"

distribution cabinets are

characterized by a broad

spectrum of applications.

■ Cost-effective

■ Flexibility

■ Quick Mounting &

installation

■ An extensive selective

of accessories

■ Ease of access for

maintenance work

KRONE

PremisNET ®



KRONE

Distribution Cabinet

 Features

■ Supplied fully assembled or individual flat pack for

export

■ Height – 42U

■ Overall height – 2043mm (include castor), medium

duty braked castor – 66mm

■ Width – 600mm (overall dimensions)

■ Depth – 800mm (overall dimensions)

■ Maximum load rating of 500kg

■ RAL5008 Gray blue color scheme

■ Multi-practice – 19" metric or ETSI

(European Telecommunications Standards Institute)

■ Extra space for front and rear cable management

■ Top & bottom cable-entry facility

■ All round accessibility

■ Trop drop-in fan trays

Frame and Cladding

Panel Mounting Systems & Supports

 Standards:

IEC 297-2

DIN 41494, Part 7

DIN 41491, part 1 (mounting dimensions)

VDE 0100

Part Number: 6455 1 062-00



 Rack Accessories

Sliding Shelf

Data Distribution Cabinet, 42U, 6455 3 097-00

Front Door, 1 piece per box

Data Distribution Cabinet, 42U, 6455 3 097-01

Back Door, 1 piece per box

Data Distribution Cabinet, 42U, 6455 3 097-02

Side Door, 1 piece per box

Data Distribution Cabinet, 42U 6455 3 097-03

Fixed Shelf, 440mm, 1 piece per box

 Basic Configurations

I. Basic Frame comprises a Front & Rear Frame, Top
Cover & Base Unit

II. Quick Release Side Panel, pair with Lock

III. Front Door, with tempered glass & flush latch with
keyed lock. Front & rear doors are keyed alike.

IV. Steel Rear Door with lock

V. Adjustable 19" Panel Mounting Angle, a set of 4

VI. 19" Offset Mounting with cable channel & cable
control

VII. Top Fan Tray with 2's ball bearing fans & filters

VIII. Full Height Cable Tray, 150mm width x 1's

IX. Lockable Castor, a set of 4

X. M6 Front Panel Fixing, a set of 50

XI. 13A 6 ways Power Distribution Unit with 19
Rackmount Kit x1

Fixed Shelf

Part No. & Description

Window Moulding for Cable Management

Flush Latch with Keyed Lock
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Power Bar, 6 Positions

Ventilation Fan

Data Distribution Cabinet, 42U, 6455 3 097-04
Sliding shelf, 440mm, 1 piece per box

Data Distribution Cabinet, 42U, 6455 3 098-00
Baying kit, 1 piece per box

Data Distribution Cabinet, 42U, 6455 3 099-00
Power Bar, 6 position, 19"
mounting, 1 piece per box

Data Distribution Cabinet, 42U, 6455 3 100-00
Ventilation Fan, 2 sets per box

Data Distribution Cabinet, 42U, 6455 3 101-00
Panel Fixing (M6), 50 pieces
per bag

Part No. & Description

KRONE Asia Pacific Offices – For Your Local Contact

Baying Kit Panel Fixing


